
Basic Dynamic Basic Static
Permissible 
Revolutions

Reference

Load Ratings Load Ratings (rpm) Weigh

r C(N) Co(N) (Kg)

(Min)

 10 32 14.3 1.0
LD5700-2Z 
LD5800-2Z

5782 4312 13000 0.070

12 35 15.9 1.0
LD5701-2Z 
LD5801-2Z

8232 5978 12000 0.080

15 40 15.9 1.0
LD5702-2Z 
LD5802-2Z

9310 6664 10000 0.110

17 47 17.5 1.0
LD5703-2Z 
LD5803-2Z

12250 8232 9500 0.175

20 52 20.6 1.5
LD5704-2Z 
LD5804-2Z

15680 10976 8500 0.230

25 62 20.6 1.5
LD5705-2Z 
LD5805-2Z

17934 13328 7400 0.340

30 72 23.8 1.5
LD5706-2Z 
LD5806-2Z

24010 17444 6000 0.510

35 80 27.0 2.0
LD5707-2Z 
LD5807-2Z

30380 23520 5500 0.660

40 85 30.2 2.0
LD5708-2Z 
LD5808-2Z

35280 28224 5000 0.750

ROLAMENTO ESFERA DE CONTATO, EM DUAS CARREIRAS NÃO 
STANDARD

Main Dimensions (mm)
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