
ROLAMENTO DE ROLOS CILINDRICOS SERIE SL 

Reference

Weight

ra (kg)

(Min)

 60 85 16 1.0 1.0 SL182912 54000 74000 1900 3800 69.0 74.0 78.5 0.29

65 90 16 1.0 1.0 SL182913 57000 81000 1750 3500 75.5 81.0 85.0 0.31

70 100 19 1.0 1.0 SL182914 76000 108000 1600 3200 81.0 87.5 92.5 0.49

75 105 19 1.0 1.0 SL182915 78000 116000 1500 3000 86.0 92.5 97.5 0.52

80 110 19 1.0 1.0 SL182916 81000 123000 1450 2900 91.0 98.0 102.0 0.55

85 120 22 1.1 1.0 SL182917 102000 155000 1350 2700 96.5 104.5 109.0 0.81

90 125 22 1.1 1.0 SL182918 106000 165000 1250 2500 102.0 110.0 115.0 0.84

95 130 22 1.1 1.0 SL182919 114000 172000 1200 2400 106.5 116.5 122.0 0.86

100 140 24 1.1 1.5 SL182920 132000 199000 1150 2300 113.5 125.0 130.0 1.14

110 150 24 1.1 1.5 SL182922 137000 213000 1050 2100 124.0 135.5 141.0 1.23

120 165 27 1.1 1.5 SL182924 176000 285000 950 1900 135.0 148.0 154.0 1.73

130 180 30 1.5 2.0 SL182926 210000 350000 900 1800 146.0 160.5 166.0 2.33

140 190 30 1.5 2.0 SL182928 228000 375000 800 1600 157.5 173.0 179.0 2.42

150 210 36 2.0 2.5 SL182930 305000 490000 750 1500 169.5 188.5 196.0 3.77

160 220 36 2.0 2.5 SL182932 320000 520000 700 1400 180.0 199.5 207.0 4.00

170 230 36 2.0 2.5 SL182934 330000 560000 650 1300 191.0 210.5 218.0 4.30

180 250 42 2.0 2.5 SL182936 410000 690000 650 1300 201.5 223.0 231.0 6.20

190 260 42 2.0 2.5 SL182938 455000 790000 600 1200 212.0 235.0 243.0 6.50

200 280 48 2.1 3.0 SL182940 550000 940000 550 1100 226.0 251.5 261.0 9.10

220 300 48 2.1 3.0 SL182944 570000 1040000 500 1000 247.0 272.5 282.0 9.90

240 320 48 2.1 3.0 SL182948 600000 1130000 475 950 268.0 293.5 303.0 10.60

260 360 60 2.1 3.5 SL182952 790000 1460000 450 900 292.0 322.0 333.0 18.50

280 380 60 2.1 3.5 SL182956 920000 1740000 400 800 314.0 346.5 358.0 19.70

300 420 72 3.0 5.0 SL182960 1180000 2230000 375 750 338.5 376.0 389.0 31.20

320 440 72 3.0 5.0 SL182964 1220000 2360000 350 700 359.0 396.0 410.0 32.90

340 460 72 3.0 5.0 SL182968 1260000 2500000 350 700 379.5 416.5 430.0 34.70

360 480 72 3.0 5.0 SL182972 1290000 2650000 325 650 400.0 437.0 450.0 36.40

380 520 82 4.0 5.0 SL182976 1670000 3300000 300 600 426.0 470.5 486.0 52.10

400 540 82 4.0 5.0 SL182980 1720000 3500000 275 550 450.5 495.0 511.0 54.30

420 560 82 4.0 5.0 SL182984 1750000 3600000 275 550 462.5 507.0 523.0 56.90

440 600 95 4.0 7.0 SL182988 2130000 4200000 250 500 490.5 543.0 562.0 78.10

460 620 95 4.0 7.0 SL182992 2160000 4350000 250 500 505.0 557.5 576.0 81.10

480 650 100 5.0 7.0 SL182996 2430000 4900000 240 480 538.5 594.5 614.0 94.70
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